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PSB series Use a search engine.

SearchCCS PSB
You can also use 
your smartphone 
or cell phone.

Refer to our website for product details.
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� Stepless intensity control is performed by varying the voltage.
� Continuous illumination making it optimal for use with fast shutter speeds.
� There is a worldwide (WW) type of Control Unit that can be used with 100 to 240 VAC.
� There is a type where the intensity knob can be fixed (special order product).


�8VH�WKH�3'��3'��6HULHV�'LJLWDO�&RQWURO�8QLW�LI�\RX�UHTXLUH�¿QH�LQWHQVLW\�VHWWLQJV��FRQWUROODELOLW\��RU�UHSURGXFLELOLW\�

Characteristics

Compliant model(s)
PSB-1012V-WW/PSB-1024V-WW

([DPSOH�V\VWHP�FRQ¿JXUDWLRQ
Example:

Control Unit Extension cables LED Light

FCB-3
(3 m)

PSB-3024VB
(30 W capacity)

LDR2-50RD2
(Red)

(Power consumption: 3.1 W)

Ɣ�/RFNLQJ�LQWHQVLW\�NQRE

Adjust the intensity using a flat-head screwdriver.

7R�ORFN�WKH�NQRE��XVH�D�KH[DJRQDO�ZUHQFK�WR�WXUQ�WKH�0��VHW�

screw on the knob body and lock it.

Hexagonal wrench

Side sectional drawing

Flat-head screwdriver

Intensity knob

Lock

PSB-1012VB/PSB-1024VB PSB-3012VB/PSB-3024VB

PSB-1012V-WW/PSB-1024V-WW

PSB-512V/PSB-524V

* Products with a model name ending with an "L" have a locking intensity knob.



196

Lens Filters

Diffusion Plates

Polarization Plates

Light Control Films

Brackets

Other

Extension Cables

PD3 series

PD2 series

STU-3000

PSB series

PTU2 series

PB-2430-1

CC-ST-1024

BB series

PJ series

CC-PJ-0707

PSCC series

PSB3-30024

You can inquire using 
our website.

Inquire on our website here.
http://www.ccs-grp.com/contact/
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Selection Guide

ź  P.181

Control Unit 
6SHFL¿FDWLRQV�/LVW

ź  P.183

Light Unit 
Product Page

ź  P.9 -

Technical 
Guide

ź  P.229
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Dimensions (mm)

4-M3 depth 5
(Mounting screw holes)

100 VAC

AC cord (2.3 m)

Arrow A view

FG terminal
Output connector

22.5 80 11.5

114 (8.5)(16)
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Control Unit switch

Intensity knob *

* VL is (13)

4-M3 depth 5
(Mounting screw holes) AC cord (2.3 m)

100 VAC

11 1154

76
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Intensity knob

Control Unit switch

118 (8.5)(16)

10.5 93 14.5

A

FG terminal
Output connector

Arrow A view

*

* VBL is (13)

Intensity knob

Control Unit switch
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(16) 149 (8.5)

14.5 120 14.5

A

Output connectors FG terminal

Arrow A view

100 VAC

4-M3 depth 5
(Mounting screw holes) AC cord (2.3 m)

*
* VBL is (13)

(16) 131 (8.5)

15.5 100 15.5

A

4-M3 depth 5
(Mounting screw holes)

76

50
5

11 54 11

Intensity knob

Control Unit switch

AC inlet
Output connector

FG terminal

Arrow A view

Model name PSB-512V 
PSB-512VL

PSB-524V 
PSB-524VL

PSB-1012VB 
PSB-1012VBL

PSB-1024VB 
PSB-1024VBL

PSB-3012VB 
PSB-3012VBL

PSB-3024VB 
PSB-3024VBL PSB-1012V-WW PSB-1024V-WW

Lighting method Continuous lighting
Drive method Constant-voltage system
Intensity control method Variable voltage control 
No. of channels 1 channel
Applicable Light 
Unit (rated) 12 V    5 W 24 V    5 W 12 V    10 W 24 V    10 W 12 V    30 W 24 V    30 W 12 V    10 W 24 V    10 W

Intensity Intensity knob on the unit front panel

Overcurrent protection Operates at 125% of the rated current or higher. Resets automatically. Operates at 105% of the rated current or 
higher. Resets automatically.

Input voltage (rated) 100 to 120 VAC 100 to 240 VAC
Input voltage (range)  85 to 132 VAC  85 to 264 VAC
Power consumption (typ.) 15 VA 27 VA 78 VA 27 VA
Frequency 50/60 Hz

Inrush current 
(typ.)

15 A (For 100 VAC)
* From a cold start

15 A (For 100 VAC)
20 A (For 200 VAC)
* From a cold start

Ground leakage 
current 3.5 mA max. 3.5 mA max.

�����9$&�����+]��ZLWK�QR�ORDG�
Output voltage 
(rated)

8.3 (±1) VDC to 
12.05 (±0.15) VDC

15 (±1) VDC to 
24.05 (±0.25) VDC

8.3 (±1) VDC to 
12.05 (±0.15) VDC

12 (±1) VDC to
24.05 (±0.25) VDC

8.3 (±1) VDC to 
12.05 (±0.15) VDC

12 (±1) VDC to 
24.05 (±0.25) VDC

8.3 (±1) VDC to 
12.05 (±0.15) VDC

12 (±1) VDC to 
24.05 (±0.25) VDC

Output current 
(rated) 0.41 A 0.21 A 0.83 A 0.41 A 2.5 A 1.25 A 0.83 A 0.41 A

Dielectric strength
(Input - Output)

������9$&����PLQ��FXWRII�FXUUHQW����P$ 
����9'&�����0ȍ�RU�PRUH

������9$&����PLQ��FXWRII�FXUUHQW����P$ 
����9'&�����0ȍ�RU�PRUH

Dielectric strength
(Input-FG)

������9$&����PLQ��FXWRII�FXUUHQW����P$ 
����9'&�����0ȍ�RU�PRUH

������9$&����PLQ��FXWRII�FXUUHQW����P$ 
����9'&�����0ȍ�RU�PRUH

Operating temperature 
and humidity 7HPSHUDWXUH����WR����&��+XPLGLW\������WR����5+��ZLWK�QR�FRQGHQVDWLRQ�

Storage temperature 
and humidity 7HPSHUDWXUH������WR����&��+XPLGLW\������WR����5+��ZLWK�QR�FRQGHQVDWLRQ�

Cooling method Natural air cooling 
Elevation ������P�PD[�
Protective ground 
class Class 0 Class I

Degree of contamination Degree of contamination 2
Overvoltage category Category II

CE marking
6DIHW\�VWDQGDUG��(1��������FRPSOLDQW
(0&�VWDQGDUG��(1������FRPSOLDQW

Environmental 
regulations RoHS compliant

0DWHULDO��FRDWLQJ��
surface processing 6WHHO�SODWH��7KLFNQHVV�������1���0DWWH�ILQLVK

Weight Approx. 420 g Approx. 470 g Approx. 700 g Approx. 470 g

Accessories Instruction Guide x 1 Instruction Guide x 1
AC cord (with ground wire) x 1

* Model names ending with an “L” have a locking intensity knob.

PSB-512V (VL) / 524V (VL)

PSB-1012VB (VBL) / 1024VB (VBL)

PSB-3012VB (VBL) / 3024VB (VBL)

PSB-1012V-WW / 1024V-WW




