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Specification

Electrical Characteristics

Parameter Test Conditions Min. Typ. Max. Unit
Input Voltage 20 264 |V
Input Frequency Ue = 90 to 264VAC 47 63 Hz
Input Current Ue=115VAC, la=la(max) 055 A
Input Current Ue=230VAC, la=la(max) 0.3 A
Inrush Current Ue=115VAC, la=la(max) 20 | 25 A
Inrush Current Ue=230VAC, la=la(max) 43 50 A
Efficienncy Ue=230VAC, la=la(max) 75 | 85 85 %
Line Regulation Full Load 0,5 1 %
Load Regulation Ue=230VAC 1 3 5 %
Transient Response la(max)->0,5 la(max); Ue=100VAC 4 ms
Hold up time la=la(imax); Ue=100VAC 12 14 16 ms
Start up Time la=la{max); Ue=100VAC 0,256| 0,5 s
Ripple and Noise la=la(max); Ue=90VAC 0,5 1 %
Leakage Current la=la(max); Ue=240VAC 051|075 mA
No Load Power Consumption keine last, Ue=240VAC 0 04| 05 A
Temperature Coefficient -0,04 0,04 | %/i°C
Operating Voltage 0 70 | °C
Storage Temperature -40 g5 | ° C
Humidity 5 85 %
Derating Linear from 100% Load at 40°C to 50% Load at 70°C

(all information at +25°C ambient temperature, 230VAC and nominal load)

Safety Specifications

Parameter Test conditions Min Typ ‘ Max ‘ Unit
Withstanding Voltage Input to Output 4242 vV
Withstanding Voltage Input to Ground 2121 V
Isolation Resistance Test Voltage 500V 50 M
EMI CISPR-22 Ue=220VAC B Class
EMI FCC Part 15 Ue=110VAC B Class
Output Voltage ‘ Output Current ‘ Output Power ‘
12V 2A 24 W
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Mechanical Specifications

2000031223 _Spec.doc

104:421,0 [4.1120.04]

0.5:+1.0 [0.02+0.04]

i
!
0 |
!

42,001,0 [1.65¢0.04]
1
|
|
|
|
|
|
+
|
|
|
|

31.041.0 [1.22:0.04]

AL INPUT
IEC-320-C14 INLET

24/10/11

1.041.0 [0.04£0.04]




Drawing

1

[11]

FPE

2000031223 _Spec.doc

-W
100-240V 12%0C /{— bin -
e
LT3N} / bu -
12voC ! »
1500 (%10
-E X
Label
BASLER AG :Cl:ﬂ]]
faend...
5A4P number to be indicated here
80 210
24/10/11 4




Contacting Basler Support Worldwide

Europe:

Basler AG

An der Strusbek 60 - 62
22926 Ahrensburg
Germany

Tel.: +49-4102-463-500
Fax.: +49-4102-463-594

be support.europe@baslerweb.com
Americas:

Basler, Inc.
855 Springdale Drive, Suite 160

Exton, PA 19341
USA

Tel.: +1-877-934-8472
Fax.: +1-610-280-7608

bc.support.usa@baslerweb.com
Asia:

Basler Asia Pte_ Ltd.
8 Boon Lay Way

#03 -03 Tradehub 21
Singapore 609964

Tel.: +65-6425-0472
Fax.: +65-6425-0473

bc support.asia@baslerweb.com
www baslerweb.com

All material in this publication is subject to change
without notice and is copyright Basler Vision Technologies.
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